
Dixon Valve & Coupling Co.

62-02 (Hose Assemblies)

CIP Model Numbers: 
Tri-Clamp types CSSR-3A sizes 1”, 1 ½”, 2”, 3” and 4”; 
I-Line types CILR/CMILR sizes 1 ½”, 2”, 3”, 4”; 
Butt weld types CTER/CLTER sizes 1 ½”, 2”, 3”, 4”  

With hose types:

Gates:
Santoprene TPV 271; Sani-Pure; 3132C Food & Beverage Master; Food Master Lite; 3132 LW Food & 
Beverage Master 150SD; 3131 Food Master Oil & Dairy 150D

ContiTech: 
549-380 Drinkline; 549-381 Vintner Reserve

COP/CIP Models: 
Bevel Seat types CBSR and CFBSR; sizes 1”, 1 ½”, 2”, 3”, 4” 

With hose types:

Gates:
Santoprene TPV 271; Sani-Pure; 3132C Food & Beverage Master; Food Master Lite; 3132 LW Food & 
Beverage Master 150SD; 3131 Food Master Oil & Dairy 150D

ContiTech: 
549-380 Drinkline; 549-381 Vintner Reserve

THIS IS TO CERTIFY THAT

is hereby authorized to continue to apply the

3-A Symbol to the models of equipment, conforming to 3-A Sanitary Standards for:

set forth below

Timothy R. Rugh

Executive Director

CERTIFICATE AUTHORIZATION NUMBER: 3575ISSUE DATE: April 25, 2017

VALID THROUGH: 

1 Dixon Square, Chestertown, MD 21620 

Number 62-02

December 31, 2023



Executive Director

3-A Sanitary Standards, Inc.

NEXT TPV INSPECTION/REPORT DUE: May 2027

The issuance of this authorization for the use of the 3-A Symbol is based upon the voluntary certification, by the 

applicant for it, that the equipment listed above complies fully with the 3-A Sanitary Standard(s) designated.  

Legal responsibility for compliance is solely that of the holder of this Certificate of Authorization, and 3-A 

Sanitary Standards, Inc. does not warrant that the holder of an authorization at all times complies with the 

provisions of the said 3-A Sanitary Standards.  This in no way affects the responsibility of 3-A Sanitary 

Standards, Inc. to take appropriate action in such cases in which evidence of nonconformance has been 

established.


